
USB Type C 3.1 // DUAL USB-A
Small Size
Plastic // Plastic
IP67 protection degree

Medical equipment
GPS, Positioning equipment
Automation machine
Industrial PC, Military Equipment

Flat USB Type C
GT11C401 Series

Flat USB Type C
GT11C401 Series

Flat Dual USB-A 
GT1113B2 Series

Flat Dual USB-A
GT1113B2 Series

(Without Cable)

Dual USB-A

2.1A

-40°C / +105°C -40°C / +105°C

IP67 Flush Mount USB Type C / Dual USB-A connector



USB TYPE C Plastic Dual USB-A

Dual USB-A PA66,PBT

Copper Alloy, Ni Plating

Copper Alloy, Au Plating Copper Alloy, Au Plating

Silicon Silicon

Epoxy Epoxy

DC100V±10% DC500V±10%

10000 5000

EIA 364-27 Test Condition H or 
IEC 60512-6c

EIA 364-27 Test Condition H 
(11ms 30G)

EIA 364-28 Test or IEC 60512-6d
EIA 364-28 ( Frequency : 
50 to 2000 Hz)

5 Cycles at -40°C / +105°C 5 Cycles at -40°C / +105°C

EIA 364-26 or IEC 60512-11f EIA 364-26, 48 hours

IP67, Submersion in water 1 
meter for 1 hr.

IP67, Submersion in water 1 
meter for 30 minutes.

4 cycles at 25°C / +65°C 
95%RH ( 1 cycles/day)

4 cycles at 25°C / +65°C 
95%RH ( 1 cycles/day)

85°C for 96 Hours Method A, Mated 85°C for 48 Hours Method A, Mated

100V DC/AC peak 500V

500mΩ at 10mA Max 30mΩ

IP67 Flush Mount USB Type C / Dual USB-A connector


